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JXATEX236T8

Descripcion. Description
Pantalla Estanca 2xT8 LED 120cm. ATEX Zona 1-2-21-22 PARA TUBO LED
Weatherproof Luminaire 2xT8 LED 120cm. ATEX Zone 1-2/21-22 FOR LED TUBE

Areas de Aplicacion. Application Areas
ATEX,Alimentacion,Almacen, Aparcamientos, Deportivo, Estadios, Fabrica,Industrial, Mastil Alto, Puertos

Beneficios. Benefits

Luminaria para tubo LED T8 de 60cm o 120cm Opcidn para integrar dispositivo de emergencia Construccion ligera y delgada Luminaria
con estructura curva sellada con alta proteccion a prueba de polvo y humedad Carcasa de PRFV (plastico reforzado con vidrio) material
ligero y resistente, rigido, con buen comportamiento frente a la corrosion y al desgaste

Luminaire for T8 LED tube of 60cm or 120cm Option to integrate emergency device Lightweight and slim construction Luminaire with
curved structure seal for high dust and moisture protection GRP ( glass reinforced plastic) housing lightweight and resistant material,
rigid, with great against corrosion and wear protection

Caracteristicas Generales. General Characteristics

. ) P66
Proteccion. Protection (IP) Exterior. Outdoor
Grado de Proteccion IK. IK Protection Level IKO9
Informacién Material. Material Information
Base. Base Aleacion de Aluminio. Aluminum Alloy
Color. Color Gris.Grey
RAL 6011 + 7038
Otras Especificaciones Other Specifications
Lampara reemplazable. Replaceble lamp Si.Yes
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Garantias & Calidad. Quality & Warranties

FICHA TECNICA
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Garantia ROBLAN. ROBLAN Warranty
Marcado ATEX Europa. Europe ATEX Marking

3 anos. years*

I12GD Exd e lIC T6 Gb / DIP A21 TA,T6 IP66

ATEX Zona Gas. ATEX Gas Zone 1,2
ATEX Zona Polvo. ATEX Dust Zone 21,22
Datos Admin & Logistica. Admin Data & Logistics
Referencia Producto. ltem Code JXATEX236T8
Modelo. Model JX ATEX T8
Gama. Range LED PRO

. ) ATEX
Serie. Series ATEX

; LEDs

Tecnologia.Technology LEDs
Cédigo de Barras. Barcode 8435298038497
Unidades/Embalaje. Units/Carton 1
MEAS Carton 165x245x1420
Peso Bruto Embalaje Externo. Gross Weight Master Carton 6.8
Peso Neto Embalaje Externo. Net Weight Master Carton 8.1
Avisos & Precauciones. Safety & Warnings
Rango de Temperatura (Uso). Operational Temperature Range 45°- +55°C
Rango de Humedad (Uso). Operational Humidity Range 90%

Dimensiones e Instalacion. Dimensions & Installation
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Instalacion. Installation

Lugar de Instalacion. Installation place

Kit de instalacion rapido incluido|Tubos NO Incluidos.
Tubes NOT Included|Quick mounting Kit included

En caso de rotura. In case of breakage: www.roblan.com
Ultima actualizacién: 2022-12-30 16:17:11 UTC+0000

Sujeto a cambios sin previo aviso. Utilizar datos mas recientes.
Last updated: 2022-12-30 16:17:11 UTC+0000

Subject to change without notice. Use the most recent data.

Superficie. Surface

Techo. Roof
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