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Bergamo 24

Bergamo 29Bergamo 28

Bergamo 22

Bergamo 35

Bergamo 23

Bergamo 25

Bergamo (Cloth)
Cod material & culoare / Sample of materials  

Bergamo 63 Bergamo 64

Weight m2
290 g/m2+/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 95 000

Resistance to seam slippage
5 mm WARP 5,4 mm WEFT

Pilling resistance
4

Rubbing solvents
5

Rubbing fastness in humid state
4

Care labeling:

↓
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Bergamo 78

Bergamo 90Bergamo 86

Bergamo   65

Bergamo 91

Bergamo 72

Bergamo 82

Bergamo (Cloth)
Cod material & culoare / Sample of materials  

Bergamo 92 Bergamo 96

Weight m2
290 g/m2+/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 95 000

Resistance to seam slippage
5 mm WARP 5,4 mm WEFT

Pilling resistance
4

Rubbing solvents
5

Rubbing fastness in humid state
4

Care labeling:

↓
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Bergamo 100Bergamo   97 Bergamo 98

Bergamo (Cloth)
Cod material & culoare / Sample of materials  

Weight m2
290 g/m2+/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 95 000

Resistance to seam slippage
5 mm WARP 5,4 mm WEFT

Pilling resistance
4

Rubbing solvents
5

Rubbing fastness in humid state
4

Care labeling:
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Soro 23

Soro 34Soro 28

Soro 13

Soro 40

Soro 21

Soro 24

Soro (Cloth)
Cod material & culoare / Sample of materials  

Soro 51 Soro 60

Weight m2
280 g/m2 +/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 100 000

Resistance to seam slippage
2,6 mm WARP 3 mm WEFT

Pilling resistance
4-5

Rubbing solvents
4-5

Rubbing fastness in humid state
4

Care labeling

↓
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Soro 76

Soro 90Soro 86

Soro 61

Soro 91

Soro 65

Soro 83

Soro (Cloth)
Cod material & culoare / Sample of materials  

Soro 93 Soro 95

Weight m2
280 g/m2 +/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 100 000

Resistance to seam slippage
2,6 mm WARP 3 mm WEFT

Pilling resistance
4-5

Rubbing solvents
4-5

Rubbing fastness in humid state
4

Care labeling

↓
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Soro 100Soro 96 Soro 97

Soro (Cloth)
Cod material & culoare / Sample of materials  

Weight m2
280 g/m2 +/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 100 000

Resistance to seam slippage
2,6 mm WARP 3 mm WEFT

Pilling resistance
4-5

Rubbing solvents
4-5

Rubbing fastness in humid state
4

Care labeling
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Orinoco 23

Orinoco 37Orinoco 29

Orinoco 21

Orinoco 40

Orinoco 22

Orinoco 24

Orinoco (Cloth)
Cod material & culoare / Sample of materials  

Orinoco 61

Weight m2
255 g/m2+/- 5%

Composition
90% Polyester / 10% Nylon

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 50 000

Resistance to seam slippage
1,4 mm WARP 1,2 mm WEFT

Pilling resistance
4-5

Rubbing solvents
4-5

Rubbing fastness in humid state
4-5

Care labeling

↓

Orinoco 65
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Orinoco 69 Orinoco 84Orinoco 80

Orinoco 85

Orinoco (Cloth)
Cod material & culoare / Sample of materials  

Orinoco 90 Orinoco 95

Weight m2
255 g/m2+/- 5%

Composition
90% Polyester / 10% Nylon

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 50 000

Resistance to seam slippage
1,4 mm WARP 1,2 mm WEFT

Pilling resistance
4-5

Rubbing solvents
4-5

Rubbing fastness in humid state
4-5

Care labeling

Orinoco 96 Orinoco 100
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Milton New 03

Milton New 06Milton New 05

Milton New 01

Milton New 07

Milton New 02

Milton New 04

Milton New (Cloth)
Cod material & culoare / Sample of materials  

MIlton New 08 Milton New 09

↓

Type of fabric
knitwear

Composition
97% Polyester, 3% Nylon

Grammage
300 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 3 mm / weft 4 mm

Martindale test
90,000

Friction resistance: dry 4-5 / wet 4

Tear strength: warp 160 N / weft 49 N

Tensile strength: warp 1000 N / weft 840 N

Lightfastness 4

Pilling 5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Milton New 12

Milton New 15Milton New 14

Milton New 10

Milton New 16

Milton New 11

Milton New 13

Milton New (Cloth)
Cod material & culoare / Sample of materials  

MIlton New 17 Milton New 18

↓

Type of fabric
knitwear

Composition
97% Polyester, 3% Nylon

Grammage
300 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 3 mm / weft 4 mm

Martindale test
90,000

Friction resistance: dry 4-5 / wet 4

Tear strength: warp 160 N / weft 49 N

Tensile strength: warp 1000 N / weft 840 N

Lightfastness 4

Pilling 5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Milton New 21

Milton New 23

Milton New 19 Milton New 20

Milton New 22

Milton New (Cloth)
Cod material & culoare / Sample of materials  

Type of fabric
knitwear

Composition
97% Polyester, 3% Nylon

Grammage
300 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 3 mm / weft 4 mm

Martindale test
90,000

Friction resistance: dry 4-5 / wet 4

Tear strength: warp 160 N / weft 49 N

Tensile strength: warp 1000 N / weft 840 N

Lightfastness 4

Pilling 5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Orion 03

Orion 06Orion 05

Orion 01

Orion 07

Orion 02

Orion 04

Orion (Cloth)
Cod material & culoare / Sample of materials  

Orion 10 Orion 11

↓

Type of fabric
chenille fabric

Composition
97% Polyester, 3% Nylon

Grammage
328 g / m² ± 5%

Width
142 cm ± 2 cm

Thread displacement
warp 1/2 mm / weft 2/3 mm

Martindale test
> 90,000

Friction resistance:
dry 5 / wet 5, Orion 08 and 11: dry 3-4 / wet 4-5

Tear strength: warp> 32 N / weft> 24 N

Tensile strength: warp> 372 N / weft> 523 N

Lightfastness 4

Pilling 4

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Orion 14

Orion 17Orion 16

Orion 12

Orion 18

Orion 13

Orion 15

Orion (Cloth)
Cod material & culoare / Sample of materials  

Orion 19 Orion 20

↓

Type of fabric
chenille fabric

Composition
97% Polyester, 3% Nylon

Grammage
328 g / m² ± 5%

Width
142 cm ± 2 cm

Thread displacement
warp 1/2 mm / weft 2/3 mm

Martindale test
> 90,000

Friction resistance:
dry 5 / wet 5, Orion 08 and 11: dry 3-4 / wet 4-5

Tear strength: warp> 32 N / weft> 24 N

Tensile strength: warp> 372 N / weft> 523 N

Lightfastness 4

Pilling 4

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Orion 23

Orion 26Orion 25

Orion 21

Orion 27

Orion 22

Orion 24

Orion (Cloth)
Cod material & culoare / Sample of materials  

Orion 28 Orion 29

↓

Type of fabric
chenille fabric

Composition
97% Polyester, 3% Nylon

Grammage
328 g / m² ± 5%

Width
142 cm ± 2 cm

Thread displacement
warp 1/2 mm / weft 2/3 mm

Martindale test
> 90,000

Friction resistance:
dry 5 / wet 5, Orion 08 and 11: dry 3-4 / wet 4-5

Tear strength: warp> 32 N / weft> 24 N

Tensile strength: warp> 372 N / weft> 523 N

Lightfastness 4

Pilling 4

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Orion 32

Orion 34

Orion 30 Orion 31

Orion 33

Orion (Cloth)
Cod material & culoare / Sample of materials  

Type of fabric
chenille fabric

Composition
97% Polyester, 3% Nylon

Grammage
328 g / m² ± 5%

Width
142 cm ± 2 cm

Thread displacement
warp 1/2 mm / weft 2/3 mm

Martindale test
> 90,000

Friction resistance:
dry 5 / wet 5, Orion 08 and 11: dry 3-4 / wet 4-5

Tear strength: warp> 32 N / weft> 24 N

Tensile strength: warp> 372 N / weft> 523 N

Lightfastness 4

Pilling 4

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Sofia 03

Sofia 06Sofia 05

Sofia 01

Sofia 07

Sofia 02

Sofia 04

Sofia (Cloth)
Cod material & culoare / Sample of materials  

Sofia 08 Sofia 09

↓

Type of fabric
chenille fabric

Composition
100% Polyester

Grammage
341 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 4.3mm / weft 2.5mm

Martindale test
> 100,000

Friction resistance:
dry 4 / wet 3/4

Tear strength: warp 97 N / weft 92 N

Tensile strength: warp 1267 N / weft 570 N

Lightfastness 5/6

Pilling 4/5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Sofia 12

Sofia 15Sofia 14

Sofia 10

Sofia 16

Sofia 11

Sofia 13

Sofia (Cloth)
Cod material & culoare / Sample of materials  

Sofia 17 Sofia 18

↓

Type of fabric
chenille fabric

Composition
100% Polyester

Grammage
341 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 4.3mm / weft 2.5mm

Martindale test
> 100,000

Friction resistance:
dry 4 / wet 3/4

Tear strength: warp 97 N / weft 92 N

Tensile strength: warp 1267 N / weft 570 N

Lightfastness 5/6

Pilling 4/5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Sofia 21

Sofia 24Sofia 23

Sofia 19

Sofia 25

Sofia 20

Sofia 22

Sofia (Cloth)
Cod material & culoare / Sample of materials  

Sofia 26 Sofia 27

↓

Type of fabric
chenille fabric

Composition
100% Polyester

Grammage
341 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 4.3mm / weft 2.5mm

Martindale test
> 100,000

Friction resistance:
dry 4 / wet 3/4

Tear strength: warp 97 N / weft 92 N

Tensile strength: warp 1267 N / weft 570 N

Lightfastness 5/6

Pilling 4/5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Sofia 39

Sofia 42Sofia 41

Sofia 37 Sofia 38

Sofia 40

Sofia (Cloth)
Cod material & culoare / Sample of materials  

Type of fabric
chenille fabric

Composition
100% Polyester

Grammage
341 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 4.3mm / weft 2.5mm

Martindale test
> 100,000

Friction resistance:
dry 4 / wet 3/4

Tear strength: warp 97 N / weft 92 N

Tensile strength: warp 1267 N / weft 570 N

Lightfastness 5/6

Pilling 4/5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Sofia 30

Sofia 33Sofia 32

Sofia 28

Sofia 34

Sofia 29

Sofia 31

Sofia (Cloth)
Cod material & culoare / Sample of materials  

Sofia 35 Sofia 36

↓

Type of fabric
chenille fabric

Composition
100% Polyester

Grammage
341 g / m² ± 5%

Width
140 cm ± 2 cm

Thread displacement
warp 4.3mm / weft 2.5mm

Martindale test
> 100,000

Friction resistance:
dry 4 / wet 3/4

Tear strength: warp 97 N / weft 92 N

Tensile strength: warp 1267 N / weft 570 N

Lightfastness 5/6

Pilling 4/5

Flame retardant
BS 5852: Part 1: 1979, source 0 (cigarette)
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Primo 16

Primo 61Primo 52

Primo 05

Primo 68

Primo 15

Primo 48

Primo (Cloth)
Cod material & culoare / Sample of materials  

Primo 72 Primo 73

↓

Weight m2
370 g/m2+/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 60 000

Resistance to seam slippage
2,3 mm WARP 2 mm WEFT

Pilling resistance
4-5

Rubbing solvents
5

Rubbing fastness in humid state
4-5

Care labeling
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Primo 88

Primo 96Primo 92

Primo 80 Primo 84

Primo 89

Primo (Cloth)
Cod material & culoare / Sample of materials  

Weight m2
370 g/m2+/- 5%

Composition
100% Polyester

Usable width of roll
min. 140 cm

Abrasion resistance
Yarn breakage: 60 000

Resistance to seam slippage
2,3 mm WARP 2 mm WEFT

Pilling resistance
4-5

Rubbing solvents
5

Rubbing fastness in humid state
4-5

Care labeling
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Zoya 03

Zoya 06Zoya 05

Zoya 01

Zoya 07

Zoya 02

Zoya 04

Zoya (Cloth)
Cod material & culoare / Sample of materials  

Zoya 08 Zoya 09

↓

Fabric type
knitted fabric

Composition
70% rPES / 30% Polyester

Weight m2
390 g/m² ± 5%

Seam slippage
warp 2,5 mm / weft 2 mm

Abrasion resistance
50 000 cycles

Colour fastness test
dry 4 / wet 4

Tear strenght 
warp 44 N / weft 63 N

Tensile strenght 
warp 691 N / weft 580 N

Pilling 4

Fire resistance
BS 5852: Part 1: 1979, source 0 (cigarette)

PET 
FRIENDLY
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Zoya 12

Zoya 15Zoya 14

Zoya 10 Zoya 11

Zoya 13

Zoya (Cloth)
Cod material & culoare / Sample of materials  

Fabric type
knitted fabric

Composition
70% rPES / 30% Polyester

Weight m2
390 g/m² ± 5%

Seam slippage
warp 2,5 mm / weft 2 mm

Abrasion resistance
50 000 cycles

Colour fastness test
dry 4 / wet 4

Tear strenght 
warp 44 N / weft 63 N

Tensile strenght 
warp 691 N / weft 580 N

Pilling 4

Fire resistance
BS 5852: Part 1: 1979, source 0 (cigarette)

PET 
FRIENDLY
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Chester 4

Chester 10

Chester 14

Chester 9

Chester 13

Chester 2 Chester 3

Chester 5

Chester 12

Chester (Cloth)
Cod material & culoare / Sample of materials  

Roll length: ≈ 50 m.

Usable width: 145 cm (+/- 2 cm)

Weight: 460 g/m (+/- 5%)

Composition: 100% Polyester

Abrasion resistance: 130.000

Resistance to pilling: 4

Seam slippage: 2.0 - 2.0

Tensile strength: 1012 (39,4) - 935 (25,1)

Tear strength: 82,4 - 76,8

Colour fastness to rubbing: Dry: 4.5 / Wet: 5

Colour fastness to light: 4

↓
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Chester 17

Chester 21

Chester 15 Chester 16

Chester 19

Chester (Cloth)
Cod material & culoare / Sample of materials  

Roll length: ≈ 50 m.

Usable width: 145 cm (+/- 2 cm)

Weight: 460 g/m (+/- 5%)

Composition: 100% Polyester

Abrasion resistance: 130.000

Resistance to pilling: 4

Seam slippage: 2.0 - 2.0

Tensile strength: 1012 (39,4) - 935 (25,1)

Tear strength: 82,4 - 76,8

Colour fastness to rubbing: Dry: 4.5 / Wet: 5

Colour fastness to light: 4
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Inari 23

Inari 26Inaei 25

Inari 12

Inari 27

Inari 22

Inari 24

Inari (Cloth)
Cod material & culoare / Sample of materials  

Inari 28 Inari 34

↓

Grammage m2: 260 g / m 2 +/- 5%

Composition: 100% Polypropylene

Usable width: min. 140 cm

Martindale test: Yarn breakage: 49,000

Thread displacement: 4 mm WARP 3.5mm WEFT

Tendency to pilling and peeling: 4

Dry friction resistance: 5

Resistance to wet friction: 5

Maintenance method:

30 
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Inari 72

Inari 87Inaei 81

Inari 45

Inari 90

Inari 52

Inari 80

Inari (Cloth)
Cod material & culoare / Sample of materials  

Inari 94 Inari 95

↓

Grammage m2: 260 g / m 2 +/- 5%

Composition: 100% Polypropylene

Usable width: min. 140 cm

Martindale test: Yarn breakage: 49,000

Thread displacement: 4 mm WARP 3.5mm WEFT

Tendency to pilling and peeling: 4

Dry friction resistance: 5

Resistance to wet friction: 5

Maintenance method:
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Inari 96 Inari 100

Inari (Cloth)
Cod material & culoare / Sample of materials  

Grammage m2: 260 g / m 2 +/- 5%

Composition: 100% Polypropylene

Usable width: min. 140 cm

Martindale test: Yarn breakage: 49,000

Thread displacement: 4 mm WARP 3.5mm WEFT

Tendency to pilling and peeling: 4

Dry friction resistance: 5

Resistance to wet friction: 5

Maintenance method:
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Lars 35

Lars 62Lars 59

Lars 07

Lars 68

Lars 27

Lars 45

Lars (Cloth)
Cod material & culoare / Sample of materials  

Lars 73 Lars 74

↓

Grammage m2: 250 g / m 2+/- 5%

Composition: 100% Polyester

Usable width:  min. 140 cm

Martindale test: Yarn breakage: 90,000

Thread displacement: 3.7 mm WARP 4mm WEFT

Tendency to pilling and peeling: 4-5

Dry friction resistance: 4-5

Resistance to wet friction: 5

Maintenance method:

33 
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Lars 77

Lars 82Lars 81

Lars 75

Lars 87

Lars 76

Lars 79

Lars (Cloth)
Cod material & culoare / Sample of materials  

Lars 88 Lars 89

↓

Grammage m2: 250 g / m 2+/- 5%

Composition: 100% Polyester

Usable width:  min. 140 cm

Martindale test: Yarn breakage: 90,000

Thread displacement: 3.7 mm WARP 4mm WEFT

Tendency to pilling and peeling: 4-5

Dry friction resistance: 4-5

Resistance to wet friction: 5

Maintenance method:
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Lars 93

Lars 98Lars 97

Lars 90

Lars 99

Lars 92

Lars 96

Lars (Cloth)
Cod material & culoare / Sample of materials  

Lars 100

Grammage m2: 250 g / m 2+/- 5%

Composition: 100% Polyester

Usable width:  min. 140 cm

Martindale test: Yarn breakage: 90,000

Thread displacement: 3.7 mm WARP 4mm WEFT

Tendency to pilling and peeling: 4-5

Dry friction resistance: 4-5

Resistance to wet friction: 5

Maintenance method:
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Monolith 09

Monolith 29Monolith 20

Monolith 02

Monolith 37

Monolith 04

Monolith 15

Monolith (Cloth)
Cod material & culoare / Sample of materials  

Monolith 38

Grammage m2: 330 g / m 2+/- 5%

Composition: 100% Polyester

Usable width: min. 140 cm

Martindale test: Yarn breakage:> 100,000

Thread displacement: 2.8 mm WARP3 mm WEFT

Tendency to pilling and peeling: 4-5

Dry friction resistance: 5

Resistance to wet friction: 3-4

Maintenance method:

Monolith 48

↓
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Monolith 62

Monolith 70Monolith 69

Monolith 59

Monolith 72

Monolith 61

Monolith 63

Monolith (Cloth)
Cod material & culoare / Sample of materials  

Monolith 76 Monolith 77

↓

Grammage m2: 330 g / m 2+/- 5%

Composition: 100% Polyester

Usable width: min. 140 cm

Martindale test: Yarn breakage:> 100,000

Thread displacement: 2.8 mm WARP3 mm WEFT

Tendency to pilling and peeling: 4-5

Dry friction resistance: 5

Resistance to wet friction: 3-4

Maintenance method:
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Monolith 85

Monolith 97Monolith 95

Monolith 79 Monolith 84

Monolith 92

Monolith (Cloth)
Cod material & culoare / Sample of materials  

Grammage m2: 330 g / m 2+/- 5%

Composition: 100% Polyester

Usable width: min. 140 cm

Martindale test: Yarn breakage:> 100,000

Thread displacement: 2.8 mm WARP3 mm WEFT

Tendency to pilling and peeling: 4-5

Dry friction resistance: 5

Resistance to wet friction: 3-4

Maintenance method:
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Pegasus 33

Pegasus 59Pegasus 56

Pegasus 08

Pegasus 72

Pegasus 09

Pegasus 45

Pegasus (Cloth)
Cod material & culoare / Sample of materials  

Pegasus 76

Weight m2: 300 g/m2 +/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: 100 000

Resistance to seam slippage:
2 mm WARP 2,3 mm WEFT

Pilling resistance: 4-5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:

Pegasus 86

↓

39 

Colecţii  
Collections  



Pegasus 97Pegasus 88 Pegasus 93

Pegasus (Cloth)
Cod material & culoare / Sample of materials  

Weight m2: 300 g/m2 +/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: 100 000

Resistance to seam slippage:
2 mm WARP 2,3 mm WEFT

Pilling resistance: 4-5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:

40 

Colecţii  
Collections  



41 

Colecţii  
Collections  

Eco Leather
Eco Leather

42Vienna



Vienna 03

Vienna 06Vienna 05

Vienna 01

Vienna 07

Vienna 02

Vienna 04

Vienna (Eco Leather)
Cod material & culoare / Sample of materials  

Vienna 08 Vienna 09

↓

Type of fabric
PU

Composition
65% Polyurethane, 21% Polyester, 14% Cotton

Grammage
480 g / m² ± 5%

Width
137 cm ± 2 cm

Thickness
0.9 ± 0.05 mm

Martindale test
> 50,000

Friction resistance:
dry 4 / wet 4

Tear strength: warp> 25 N / weft> 25 N

Tensile strength: warp> 350 N / weft> 350 N

Lightfastness > 4

Pilling -
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Vienna 12

Vienna 15Vienna 14

Vienna 10

Vienna 16

Vienna 11

Vienna 13

Vienna (Eco Leather)
Cod material & culoare / Sample of materials  

Vienna 17

Type of fabric
PU

Composition
65% Polyurethane, 21% Polyester, 14% Cotton

Grammage
480 g / m² ± 5%

Width
137 cm ± 2 cm

Thickness
0.9 ± 0.05 mm

Martindale test
> 50,000

Friction resistance:
dry 4 / wet 4

Tear strength: warp> 25 N / weft> 25 N

Tensile strength: warp> 350 N / weft> 350 N

Lightfastness > 4

Pilling -
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Texturi Speciala
Special Textures

45 

47 

49 

51 

53

Nasera
Grande
Lincoln
Vogue
Solar



Nasera 03

Nasera 06Nasera 05

Nasera 01

Nasera 07

Nasera 02

Nasera 04

Nasera (Special Textures)
Cod material & culoare / Sample of materials  

Nasera 08 Nasera 09

↓

Chemical composition: 100% Pes

Weight: 260 G / m² ± 5%

Width: 142 Cm ± 2 cm

Abrasion resistance: 31,500

Cleaning care:

100%
RECYCLING
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Nasera 12

Nasera 14

Nasera 10 Nasera 11

Nasera 13

Nasera (Special Textures)
Cod material & culoare / Sample of materials  

Chemical composition: 100% Pes

Weight: 260 G / m² ± 5%

Width: 142 Cm ± 2 cm

Abrasion resistance: 31,500

Cleaning care:

100%
RECYCLING
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Grande 39

Grande 65Grande 61

Grande 03

Grande 75

Grande 06

Grande 55

Grande (Special Textures)
Cod material & culoare / Sample of materials  

Grande 77 Grande 81

↓

Weight m2: 430 g/m2+/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: >100 000

Resistance to seam slippage:
1,3 mm WARP 1,7 mm WEFT

Pilling resistance: 5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:
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Grande 90 Grande 97

Grande (Special Textures)
Cod material & culoare / Sample of materials  

Weight m2: 430 g/m2+/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: >100 000

Resistance to seam slippage:
1,3 mm WARP 1,7 mm WEFT

Pilling resistance: 5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:
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Lincoln 24

Lincoln 63Lincoln 61

Lincoln 03

Lincoln 72

Lincoln 17

Lincoln 29

Lincoln (Special Textures)
Cod material & culoare / Sample of materials  

Lincoln 75 Lincoln 83

↓

Grammage m 2: 380 g/m2+/- 5%

Composition: 100% Polyester

Usable width: min. 140 cm

Test Martindale: Yarn breakage: 100 000

Tendency to pilling and peeling: 4

Dry friction resistance: 4-5

Resistance to wet friction: 4

Maintenance metho:
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Lincoln 86 Lincoln 90

Lincoln (Special Textures)
Cod material & culoare / Sample of materials  

Grammage m 2: 380 g/m2+/- 5%

Composition: 100% Polyester

Usable width: min. 140 cm

Test Martindale: Yarn breakage: 100 000

Tendency to pilling and peeling: 4

Dry friction resistance: 4-5

Resistance to wet friction: 4

Maintenance metho:
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Vogue 3

Vogue 6Vogue 5

Vogue 1

Vogue 7

Vogue 2

Vogue 4

Vogue (Special Textures)
Cod material & culoare / Sample of materials  

Vogue 8 Vogue 9

↓

Roll length: ≈ 50 m.

Usable width: 142 cm (+/- 2 cm)

Weight: 370 g/m2 (+/- 5%)

Composition: 100% Polyester

Abrasion resistance: 105.000

Resistance to pilling: 4-5

Seam slippage: 1.0 - 1.0

Bursting strength: >700

Colour fastness to rubbing: Dry: 4.5 / Wet: 4-5

Colour fastness to light: 4-5
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Vogue 12

Vogue 15Vogue 14

Vogue 10

Vogue 16

Vogue 11

Vogue 13

Vogue (Special Textures)
Cod material & culoare / Sample of materials  

Vogue 17 Vogue 18

Roll length: ≈ 50 m.

Usable width: 142 cm (+/- 2 cm)

Weight: 370 g/m2 (+/- 5%)

Composition: 100% Polyester

Abrasion resistance: 105.000

Resistance to pilling: 4-5

Seam slippage: 1.0 - 1.0

Bursting strength: >700

Colour fastness to rubbing: Dry: 4.5 / Wet: 4-5

Colour fastness to light: 4-5
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Solar 11

Solar 23Solar 16

Solar 01

Solar 28

Solar 03

Solar 12

Solar (Special Textures)
Cod material & culoare / Sample of materials  

Solar 37 Solar 38

↓

Weight m2: 370 g/m2+/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: 74 000

Resistance to seam slippage:
1,5 mm WARP 1,5 mm WEFT

Pilling resistance: 5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:

PET 
FRIENDLY
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Solar 61

Solar 72Solar 70

Solar 45

Solar 74

Solar 59

Solar 63

Solar (Special Textures)
Cod material & culoare / Sample of materials  

Solar 77 Solar 79

↓

Weight m2: 370 g/m2+/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: 74 000

Resistance to seam slippage:
1,5 mm WARP 1,5 mm WEFT

Pilling resistance: 5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:

PET 
FRIENDLY
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Solar 99Solar 80 Solar 96

Solar (Special Textures)
Cod material & culoare / Sample of materials  

Weight m2: 370 g/m2+/- 5%

Composition: 100% Polyester

Usable width of roll: min. 140 cm

Abrasion resistance: Yarn breakage: 74 000

Resistance to seam slippage:
1,5 mm WARP 1,5 mm WEFT

Pilling resistance: 5

Rubbing solvents: 5

Rubbing fastness in humid state: 4-5

Care labeling:

PET 
FRIENDLY
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Catalog Materiale
Fabric Catalog  

Materialele ilustrate sunt cu titlul de prezentare. Pot să existe ușoare dife-
rențe de nuanță influențate de dispozitivul media de pe care acest docu-
ment este vizualizat.

Fabrics shown in the photographs are illustrative material. The structure of 
the fabric and colors shades may slightly vary.

Infomaţii Information



Showroom București 

B-dul Alexandru Ioan Cuza, Nr. 99, 
Parter, Sector 1
Tel: 0372 721 094
bucuresti@somproduct.ro

Showroom Cluj-Napoca

Septimiu Albini Nr 19-21, Cluj 
Napoca
Tel.: 0364 640 210
cluj@somproduct.ro

somproduct.ro

Showroom Brașov

Str. Zaharia Stancu, nr. 6A, Parter,
(Coresi Avantgarden) 
Tel.: 0372 717 578
brasov@somproduct.ro


