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Unique selling points

Anti-clogging
Self-cleaning labyrinth with wide flow passages

Reliability
High impact resistance, UV protection, and resistance to irrigation chemicals

Uniformity
Constant flow and very low CV thanks to the injected silicone membrane

Irrigation - Online drippers

Pressure-compensating (PC) and/or anti-drain (ND/
HND) online dripper.

Flexible positioning, allows the insertion of the online 
dripper at variable distances depending on the specific 
needs of the installation.

Designed for installation with pick and microtube.

Technical characteristics
	• Expected useful life: More than 10 years
	• Dripper type: Online self-compensating
	• Functionality: PC and ND/HND
	• Topography: Uneven terrain and Flat terrain

https://qr.azud.com/95
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Features

Model Features Benefit Ideal for

PC Self-compensating Ensures uniform distribution of flow 
and nutrients over a wide pressure 
range

Irrigation on uneven terrain

ND / HND Self-compensating and anti-drainage Improves the uniformity of water 
and nutrient application by reducing 
system loading and unloading times

Pulse irrigation

Technical data�

Model Representative 
image Dripper

Nominal flow rate
Pressure-

compensating 
range

Closing pressure Recommended 
filtration degree

l/h bar bar micron

PC

2.2L 2,20 0.6 - 3.5 - 130

4L 3,80 0.6 - 3.5 - 130

8L 7,80 0.6 - 3.5 - 130

12L 12,00 0.8 - 3.5 - 130

25L 25,00 1.25 - 3.5 - 130

ND

1.1L 1,10 0.6 - 3.5 0,15 130

2.2L 2,20 0.6 - 3.5 0,15 130

4L 3,80 0.6 - 3.5 0,15 130

7.8L 7,80 0.6 - 3.5 0,35 130

HND* 3L 3,10 1.0 - 3.5 0,35 130

Filtration by discs ≤ 130 micron
*HND (high pressure anti-drain) is recommended.
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Maximum dripline length (m)�

Model
Inlet 

pressure
Distance between drippers (m)**

Ø16 Ø20

bar 0,30 0,50 0,75 1 1,25 0,30 0,50 0,75 1 1,25

PC 2.2L

1.0 66 98 131 161 189 110 159 211 256 298

2.0 102 152 206 253 295 172 249 331 402 466

3.0 123 184 249 306 359 208 302 401 488 568

PC 4L

1.0 46 68 92 113 131 77 111 147 179 208

2.0 71 106 143 176 206 120 174 231 281 326

3.0 85 128 173 214 250 145 211 281 341 396

PC 8L

1.0 29 43 59 72 84 49 71 94 114 133

2.0 45 67 91 112 131 76 111 147 179 208

3.0 54 81 110 136 156 92 134 179 217 253

PC 12L

1.0 - 33 44 54 64 - 54 71 86 100

2.0 - 51 69 85 100 - 84 112 136 158

3.0 - 61 83 103 121 - 102 135 165 191

PC 25L
2.0 - 32 43 53 63 - 52 70 85 99

3.0 - 38 52 64 75 - 64 85 103 120

ND 1.1L 2.0 161 239 323 397 436 258 375 498 606 703

ND 2.2L 2.0 102 152 206 253 - 172 249 331 402 -

HND 3L*** 2.0 75 112 152 186 - 127 184 243 296 -

ND 4L 2.0 71 106 143 176 - 120 174 231 281 -

ND 7.8L 2.0 - 67 91 112 131 - 11 147 179 208

Flow rate/pressure graph chart

Slope: 0%

Slope: 0%
**Pressure-compensating interval 
***High pressure anti-drain mode
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Assemblies

Assemblies with Dripper

Dripperless Assemblies - AZUD NAVIA 4 outlets

Dripperless Assemblies - AZUD NAVIA 2 outlets

Assemblies wirthout dripper - AZUD NAVIA PICK + 
MICROTUBE ASSEMBLY

Related products

AZUD TUB AZUD PREMIER AZUD TUB MICRO

https://qr.azud.com/93
https://qr.azud.com/83
https://qr.azud.com/94

