i_ Plant nutrition - Fertigation equipment

AZUD crow i

basic

Fertigation equipment of manual operation, for
simultaneous multi-injection of nutrients to the
irrigation system

Technical characteristics

. Type of regulation: Manual

. Key attribute: Easy injection regulation
. Application system: Multiinjection

. Nominal pressure: PN8 and PN5.5

« Number of injection lines: 5

Unique selling points

Profitability
.I][ﬂ Reduction of fertilizer costs thanks to the use of simple fertilizers
Simple system operation that reduceslabor requirements

7\ Precision
-\Oj Higher productivity thanks to multi-injection, enabling uniform nutrient dosing tailored to each crop
stage

Reliability
é Venturi system with no moving parts for continuous and trouble-free long-term operation
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AZUD crow

Product range
Flow rate per injection line Max. Working Pressure
No. of injection lines
(I7h) bar
3 600 55
3 600 8
4 600 55
4 600 8
5 600 55
5 600 8
Technical data
bar Hz kw kw A A
2-55 400V AC 50 25 2,5 4,60 4,6
2-8 400V AC 50 38 38 6,74 6,74
AZUD QGROW 2-55 440V AC 60 29 29 5,06 5,06
BASIC 2-8 440V AC 60 42 4.2 6,44 6,44
2-55 400V AC 60 29 29 5,56 5,56
2-8 400V AC 60 4,2 4,2 7,45 7,45
Connection information
| Model AZUD QGROW BASIC
Inlet connection @50 mm - 1 1/2" DIN/BS Glued joint
Outlet connection @50 mm - 1 1/2" DIN/BS Glued joint
Mixing chamber connection @63 mm - 2" DIN
Dosing channel connection 220 mm - 1/2" BSP female thread
Venturi @25 mm - 3/4" BSP thread

Related products

[=]
AZUD QGROW flex A
[=]

SISTEMA AZUD S.A. reserves the right to change the characteristics of these products without prior notice A z un


awqr.azud.com/309
https://qr.azud.com/114
https://qr.azud.com/116

