Artec series

TWO-WAY VENTED
LOUDSPEAKER SYSTEM

Artec 506

>> Two-way vented
loudspeaker system

>> 1 X 6” cone speaker

>> 1” exit compression
driver with constant
directivity horn

>> 200 W rms power
handling

The D.AAStec 506 is a two-way Vdetadit has a robust grille desigr
loudspeaker system designed fdhternally lined with acoustically

applications covering speech rdimfoseaneaitfilter cloth to protect
and program reproduction. loudspeaker compldrecbsv.ering is

resistant to wear, pmdvtieas
The low end utilizefGcdemigyh ef I®wotection from dust and dirt.
frequency speaker with 2 voice coil.

4 integrated rigging points that ac
The high end makes use of a 1 1@Mtforged steel eyebolts or U b
compression driver with 1.75 tiMmaKeumuspension in either the hor
diaphragm, coupled to a 80° x ®g°ovigstical positions safe and simy
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RMS A er aye) Power Handl hg® 200 W

Pragran Power handl ng’ 400 W T
Peak Power Handl ng* 800 W

On-axi s F equency Range 65 Hz - 20 kHz

Nomi rel | npedance 8 ohm

Min num mpedance 6. 30hm at 240 Hz 2
On-axis Sensiiviy W/ Im 90 dB SPL ®
Rated Reak SPL & Ful | Power 122 dB SPL

Nomi rel -6dB Beamwi d hs 80° Horzontd x 80° Vertal

Encl csur e Mat e &l Wis® Birk Plwood

Cola Finsh | of éx Blak Pain o1

Tr ansducer 9 Repl ecement Par 5
Connect o
Dimensians H x W x D

Wei cht
Accesor es pptbnal)

LF. 6P / 6P

HF:. M34 /| GM- M 34
2 pardlksl NL4 Speakon,
wird to+/-1

38 x 19.4x 25.5cm
15 x 7.7x 10 in

7 kg (B.41Dh
ANL- 2

TRD- 6 + AXC-ZT
TRD- 2 + AXC-ZT
AXU- /506

AXW- 1

AXR- A00

255

ALL DIMENSIONS IN MILIMETERS

“Based on a 2 hour test using a 6dB crest factor|
" ConventionadBy higher than the RMS measure
“Corresponds to theesignédrcthe test destribed i

pink noise signe



Artec 506 Artec series

Frequency Response aa0-0p 7
Shows theqfirency ﬂi::; w
response at 1m of a unitf
radl_atlng to an anechoslgg - T\ o /\/\ .
enwinemenp)(édnd NN \ \ E
driven by a 1w (2.83 V) | ™| F
swept sine signal, and™”? 1"
impedance curve. For better n El
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Distortion 120.0
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Shows the Second Harm
Distortiomyjgand dhir *°°
Harmonic Distortion (dotd
curves for a unit driveene°g
10% of its nominal powe
rating. Rised 20dB .foreelarity
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NOTESeGuencegsponse measat 4m (13.12ft). For better detail, only light $£mdut tmprgvement through research and development is a
(1/12th octave) has been useda®pddrBywelmacing the unit on a conlgulte|r |coantinuous process at D.A.S. Audio. All specifications subject
tumtable inside a°3005M@4) fanechoic chakeasurent distance is 4m (13.12ftja change without notice.
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