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LA-60001,LA-60003
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LA-60002,LA-60004

Ø22RECESSING BOX
ACCESSORY

A60951 OR A61051

Cable 3x1sqmm.
overall dia Min. 7mm.

 Max. 12mm.

Walk over 200kg.Ta 25°c
Glass surface temp
LA-60001, LA-60003 = 39°c

Ta 25°c
Glass surface temp
LA-60002, LA-60004 = 41°c

IP67 IK08 CLASS I 0.5m

INSTALLATION AND SERVICE MANUAL

   Product drawing (dimensions)

For Installation of  Lightalk inground uplight luminaires.
Model. LA-60001,LA-60002,LA-60003 and LA-60004

Cable OD
Min 6mm.
Max 12mm.

L i g m a n L i g h t i n g
Technical amendments and modifications techniques reserved.

■ LIGMAN standard products are supplied with the control gear 220-240V 50/60Hz.
   The control gear for other voltages and frequencies is available upon request, please consult us for more details.
■ LIGMAN luminaires are designed to conform IEC 60598 2-13 standard.
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Tel : +66 (2) 7339140
info@ligman.com
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Switch off mains power supply
before joining the connectors

         !
WARNING
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Note : Brush finish stainless steel products requirement to wipe the product
           periodically with a light oil (WD40 or equivalent) to remove any staining.
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Torque :3.0Nm.

Torque :0.2Nm.
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CABLE SIZE : 3x1.0mm²
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