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URSA TERRA 
Sol T70P

URSA TERRA mineral wool board of high density, not faced.
Suggested applications 
• Thermal and acoustic insulation of floating floors.

DoP 34TER32NKSOL21111

Technical characteristics

Thermal Conductivity (λ90/90) EN 12667 
EN 12939

0,032  
W/m·K

Reaction to fire (Euroclass) EN 13501-1 A2-s1,d0

Acoustic absorption (a) AWi

Thickness tolerances EN 823 T6

Dimensional stability (Δε) 
(70ºC 90% humidity) EN 1604 < 1%

Resistencia a compresión CS (10) EN 826 >5 kPa

Compresibilidad (c) EN 1604 <5 mm

Rigidez dinámica (s’) EN 29052 <10 MN/m3

Mineral wool steam-water permeability (μ) EN 12086 MU1

Nominal density approx. 70 Kg/m3

Specific heat approx. (CP) 800 J/Kg·K

Designation code 
MW-EN 13162-T6-CS(10)5-CP5-MU1-SD10-DS(70,90)-AWi

0099/CPR/A43/0231 020/003018

Test IN 166 / 05 / IMP Average 
reduction of acoustic pressure 
level of impact noise according 

ISO 140-8:1998

Code Thickness
mm

Width
m

Length
m Logistic Pack size 

(m2) 
Packs  

per pallet
m2  

per pallet

Noise 
Reduction 
Coefficient 

αw

Thermal 
resistance 
m2·K/W

2143418 20 0,60 1,20 S 11,52 16 184,32 0,50 0,60
2141803 25 0,60 1,20 NS 9,36 16 149,76 0,50 0,75
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