URSA TERRA e
Vento Plus P4203 URSa

[EMISSIONS DANS L'AIR INTERIEUR"

Reaction Water Water
to fire resistant resistant
Garantia de AENOR
calidad medioambiental EUCEB

AISLANTE TERMICO
>50% vidrio reciclado -

) 0099/CPR/A43/0683  020/003908

DoP 34TER32VV21101

URSA TERRA mineral wool semi-rigid panel with high thermal, Noise
acoustic and mechanical performance in accordance with the £ o Thickness Width Length o Pack size Packs m? Reduction Th.e:mal
UNE EN :.l3162 standard,'not hyd!‘ophlllc, covered on the outer face P ode mm - m ogistic (m?) per pallet | per pallet | Coefficient resuzs ance
with a reinforced black veil. Supplied in panel and rolled panel. - @ m*K/W
et 4 =
AL AT T 2142642 40 1,20 8,60 NS 10,32 18 185,76 0,75 1,25
¢ Ventilated facade.
2142987 50 1,20 7,50 NS 9,72 18 162,00 1,00 1,55
o 2142651 60 1,20 6,75 NS 8,10 18 145,80 1,00 1,85
c
3 2142155 80 1,20 5,40 NS 6,48 18 116,64 1,00 2,50
o
% 2142461 100 1,20 5,40 NS 6,48 18 116,64 1,00 3,10
Technical characteristics = 2142344 120 1,20 2,70 NS 3,24 18 58,32 1,00 3,75
EN 12667 0.032 2142856 140 0,60 2,70 NS 3,24 18 58,32 1,00 4,35
Thermal Conductivity (A9 ’
EN 12939 W/m-K 2142156 140 1,20 2,70 NS 3,24 18 58,32 1,00 4,35
Reaction to fire (Euroclass) EN 13501-1 Al
. L ’ AFrl0 Noise
Air flow resistivity () 2 2ol > 10 kPa-s/m? Thickness Lodisti Pack size Packs m? Reduction Th.ermal
ogistic 2 I let | Coefficient |eSistance
Acoustic absorption AWi mm (m?) per pallet | per palle m2-K/W
‘ (XW
Thickness tolerances EN 823 T3
- - — = 2142708 40 0,60 1,35 NS 12,15 16 194,40 0,75 1,25
Dimensional stability (Ae) EN 1604 19 et
(70°C 90% humidity) S B 2142709 50 0,60 1,35 S 9,72 16 155,52 1,00 1,55
@
Mineral wool steam-water permeability () EN 12086 MU1 ] 2142710 60 0,60 1,35 5 8,10 16 129,60 1,00 1,85
o
Short term water absorption EN 1609 < 1 kg/m? £ 2142707 80 0,60 1,35 S 5,67 16 90,72 1,00 2,50
Long term water absorption EN 12087 < 3 kg/m? & 2142711 100 0,60 1,35 NS 4,86 16 77,76 1,00 3,10
Nominal density approx. 30 Kg/m? 2143880 120 0,60 1,35 NS 4,05 16 64,80 1,00 3,75
Specific heat approx. (Cp) 800 J/Kg-K —_— 140 0,60 1,35 NS 3,24 16 51,84 1,00 4,35

Designation code
MW-EN 13162-T3-MU1-WS-AFr10-WLp-DS(70,90)-AWi

URSA Ibérica Aislantes, S.A. ursa.export@ursa.com - Www.ursa.es



