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Naval M3603

Mineral wool blanket with InCare technology in accordance 
with Modules B and D of Directive 2014/90/UE with in the 
MED/3.13 classification: non-combustible materials; with pure 
aluminum coating reinforced with fireproof glass mesh.
DoP 34NAV34AL22051

Lambda (λ90/90)            10ºC

EN 12667
EN 12939

0,034 W/m·K

Lambda (λ90/90)            24ºC 0,036 W/m·K

Lambda (λ90/90)            40ºC 0,040 W/m·K

Lambda (λ90/90)            60ºC 0,045 W/m·K

Fire behavior FIREPROOF

Resistance to water vapour diffusion EN 12086 MV1 - 148,15 m2h 
Pa/mg 

Maximum application temperature 200ºC wool
150ºC coated

Nominal density approx. 28 Kg/m3

  
Rolled

Code Thickness
mm

Width
m

Length
m Avail U./

PKg
m2/
PKg

PKg
/pallet m2/pallet Rt

m2·K/W

2143481 25 1,20 16,00 C 1 19,20 18 345,60 0,73

2143455 30 1,20 16,00 C 1 19,20 18 345,60 0,88

2143454 50 1,20 10,20 C 1 12,24 18 220,32 1,47

Avail availability S: stock C: please enquire PKg: package TR: thermal resistance (indicated at 10ºC)


