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URSA TERRA 
MNU 40

URSA TERRA mineral wool blanket in accordance with the  
UNE EN 13162 standard, non-hydrophilic, uncoated.  
Supplied in roll.
Suggested applications
• Double sheet metal covers with spacers.

DoP 34TER34VV22021

Technical characteristics

Thermal Conductivity (λ90/90) EN 12667 
EN 12939

0,040  
W/m·K

Reaction to fire (Euroclass) EN 13501-1 A1

Thickness tolerances EN 823 T1

Mineral wool steam-water permeability (μ) EN 12086 MU1

Nominal density approx. 12 Kg/m3

Specific heat approx. (CP) 800 J/Kg·K

Designation code 
MW-EN 13162-T1-MU1
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Code Thickness
mm

Width
m

Length
m Logistic Pack size 

(m2) 
Packs  

per pallet
m2  

per pallet

Thermal 
resistance 
m2·K/W

2143968 80 1,20 10,00 S 12,00 24 288,00 2,00

2062061 100 1,20 8,00 S 9,60 24 230,40 2,50

2062062 120 1,20 6,00 S 7,20 24 172,80 3,00

2136457 140 1,20 5,50 NS 6,60 24 158,40 3,50

2143750 150 1,20 5,30 NS 6,36 24 152,67 3,75

2136458 160 1,20 4,50 NS 5,40 24 129,60 4,00

2075171 200 1,20 4,00 S 4,80 24 115,20 5,00


