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CO2 blown URSA XPS extruded polystyrene panel, compliant with
EN 13,164 standard, with 0.033 W/mK / 0.036 W/mK thermal
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conductivity, 300 kPa compression strength and smooth surface. % W/m-K oy
Recommended application o . Q- o078 0,033 40 0,60 1,25 S 9 675 94,50 1,20
° I\;\I\;ﬁ:ed roofs. Pitched roofs with nailed roof tiles. Basement g 2142530 0,033 50 0.60 1,25 S 8 6,00 72,00 1,50
2142532 0,033 60 0,60 1,25 S 7 5,25 63,00 1,80
2141566 0,035 80 0,60 1,25 C 5 3,75 45,00 2,25
. o 2117598 0,035 100 0,60 1,25 C 4 3,00 36,00 2,85
Technical characteristics — 0,036 120 0,60 1,25 c 3 225 3150 335

0,035 W/m-K
Thermal conductwlty Thickness 120 0,036 W/m-K

Reation to fire (Euroclases) _ E
Compressive strenght _ >300 kPa
Compression fluency (2% in 50 years) _ >125 kPa
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Designation code Thickness < 50 XPS-EN 13164-T1-CS(10/Y)300-
DLT(2)5-DS(70,90)-WL(T)0,7-FTCD1

Thickness 2 60 XPS-EN 13164-T1-CS(10/Y)300-DLT(2)5-DS(70,90)-
WL(T)0,7-FTCD1-WD(V)1

Thermal conductwlty Thickness 70-100

Thermal conductivity — Thickness < 60 - 0,033 W/m-K
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