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> 60% recycled plastic
materials contain
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CO, blown URSA XP‘S extruded polystyrene panel, compliant yv_ith EN FJ Tl ) , , Thermel
13,164 standard, with 0.034 / 0.036 W/mK thermal conductivity, <l Code rondler ey IR == Dis. m?/ m7 | asistance
500 kPa compression strength and smooth surface. © W/m-K LI Pack palet me-K/W
Recommended application O 133764 0,034 40 0,60 1,25 S 9 6,75 94,50 1,20
e Inverted roof decks for road traffic. g 2137641 0,034 50 0,60 1,25 S 8 6,00 72.00 1,50
2137643 0,034 60 0,60 1,25 S 7 525 63,00 1,80
2123854 0,036 70 0,60 1,25 C 6 4,50 54,00 1,95
2137644 0,036 80 0,60 1,25 S 5 3,75 45,00 2,20
2136229 0,036 90 0,60 1,25 C 4 3,00 42,00 2,50
Technical characteristics 2137645 0,036 100 0,60 1,25 C 4 3,00 36,00 2,80
0,034 W/m-K 2132963 0,036 110 0,60 1,25 c 3 225 31,50 3,05
0,036 W/m K 2117650 0,036 120 0,60 1,25 c 3 225 31,50 3,35

Reation to fire (Euroclases) _ E
Compressive strenght _ >500 kPa
Compression fluency (2% in 50 years) _ >175 kPa

Stab_ili'_cél dir11lep§jonnelle a température et <59
humidité spécifiees (23°C et 90%

<5%
T
<07
[Freeze - unfreezeresistance S IR0 [RGanit
[Approximate nominat density | ONRIUR

Designation code Thickness 40: XPS-EN 13164-T1-CS(10/Y)500-DLT(2)5-
DS(70,90)-WL(T)0,7-WD(V)3-FTCD1

Thickness 250: XPS-EN 13164-T1-CS(10/Y)500-DS(70,90)-DLT(2)5-
CC(2/1,5/50)175-WL(T)0,7-WD(V)3-FTCD1
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