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URSA PULS’R 47
 

Loose white mineral wool without binders, non-combustible and water-
repellent to be applied by blowing.
Suggested applications
• Attic and garrets insulation
• Ceilings

DoP 33SFL4719071

Technical characteristics

Thermal Conductivity (λ90/90) EN 12667 
EN 12939 0,047 W/m·K

Reaction to fire EN 13501-1 A1

Settlement EN 14064-1 S1

Mineral wool steam-water permeability (μ) EN 12086 MU1

Short term water absorption EN 1609 ≤ 1 kg/m2

Nominal density approx. 11 Kg/m3

Specific heat approx. (CP) 800 J/Kg·K

Designation code 
MW-EN14064-1 A1-S1-MU1

Code Bag size (cm) Availability Kg / bag Bag / pallet Kg / pallet

2142842 110 x 55 x 18 S 16,60 39 647,40

l 
0,047

Rt
8 m2K/W
e=380mm

 14/D/058/950

Certified thermal conductivity

Thermal 
resistence 
R (m2·K/W) 

Post-
settlement 
thickness 

mm

Minimum 
thickness 

mm

Minimum 
covering 
range
kg/ m²

Minimum 
bag quantity 
per 100 m2

2,00 94 95 1,00 6

2,50 118 120 1,30 7,5

3,00 141 145 1,60 9,1

3,50 165 170 1,80 10,7

4,00 188 190 2,00 11,9

4,50 212 215 2,30 13,5

5,00 235 240 2,50 15

5,50 259 265 2,80 16,6

6,00 282 285 3,00 17,9

6,50 306 310 3,30 19,4

7,00 329 335 3,50 21

7,50 353 360 3,80 22,6

8,00 376 380 4,00 23,8

8,50 400 405 4,30 25,4

Thermal 
resistence 
R (m2·K/W) 

Post-
settlement 
thickness 

mm

Minimum 
thickness 

mm

Minimum 
covering 
range
kg/ m²

Minimum 
bag quantity 
per 100 m2

9,00 423 430 4,50 26,9

9,50 447 455 4,80 28,5

10,00 470 475 5,00 29,8

10,50 494 500 5,20 31,3

11,00 517 525 5,50 32,9

11,50 541 550 5,80 34,5

12,00 564 570 6,00 35,7

12,50 588 595 6,20 37,3

13,00 611 620 6,50 38,8

13,50 635 645 6,80 40,4

14,00 658 665 7,00 41,7

14,50 682 690 7,20 43,2

15,00 705 715 7,50 44,8

Just for information, one PULS’R 47 pallt equates to approximately two wors of 100 m2 with an R = 7 m2·K/W

Board on the back of each bag according to 5.6 item of technical test 20 / 14-325 * 01 Mod.


