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URSA TERRA
 

Barrera Acústica P2292  

Semi-rigid mineral wool panel in accordance with the  
UNE EN 13162 standard, non-hydrophilic, coated on both 
sides with a kraft-aluminum complex for use as an acoustic 
barrier in plenums.
Suggested applications
• Vertical acoustic barrier between the floor and the 

separation wall between offices or classrooms connected 
by a continuous false ceiling.

DoP 34TER32AK22021 

0099/CPR/A43/0733 020/020/004038

Technical characteristics

Thermal Conductivity (λ90/90) EN 12667 
EN 12939

0,032  
W/m·K

Reaction to fire (Euroclass) EN 13501-1 B-s1,d0

Air flow resistivity (r’) EN 29053 AFr10   
≥ 10 kPa·s/m2

Acoustic isolation (RA) ISO 10140 17,5 dBA

Thickness tolerances EN 823 T3

Dimensional stability (Δε) 
(70ºC 90% humidity) EN 1604 < 1%

Resistance to vapor diffusion (Z) EN 12086 Z100  
Sd=67,5 m

Short term water absorption EN 1609 ≤ 1 kg/m2

Long term water absorption EN 12087 ≤ 3 kg/m2

Nominal density approx. 30 Kg/m3

Specific heat approx. (CP) 800 J/Kg·K

Designation code  
MW-EN 13162-T3-Z100-WS-AFr10-WLp-DS(70,90)

Code Thickness
mm
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m

Length
m Logistic Pack size (m2) Packs  

per pallet
m2  

per pallet
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m2·K/W
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Ref. 22/32302812. 
Test carried out 
according to standard 
10848-2:2018 (*)

* Laboratory and field measurement of edge transmission of airborne noise, 
impact noise and building technical equipment noise between adjacent 
rooms.

No acoustic barrier

With acoustic barrier 
URSA TERRA BA P2292

Dnf,w

36 dB

Dnf,w

26 dB

ΔDnf,w

10 dB

l 
0,032


