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N-VII L

CO2 blown URSA XPS extruded polystyrene panel, compliant  
with EN 13,164 standard, with 0.036 W/mK thermal conductivity, 
700 kPa compression strength and smooth surface.
Recommended application
• Insulation for floors with high mechanical demands.  

Foundation insulation.

DoP 34XPSN7017021
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2141202 0,036 80 0,60 1,25 C 5 3,75 45,00 2,20

–––– 0,036 90 0,60 1,25 C 4 3,00 42,00 2,50

2122453 0,036 100 0,60 1,25 C 4 3,00 36,00 2,80

020/003880

Technical characteristics

Thermal conductivity       EN 12667 
EN 12939 0,036 W/m·K

Reation to fire (Euroclases) EN 13501-1 E

Compressive strenght EN 826 ≥700 kPa

Compression fluency (2% in 50 years) 100 mm EN 1606 ≥250 kPa

Stabilité dimensionnelle à température et 
humidité spécifiées (23°C et 90%) EN 1604 ≤5% 

Deformation by charge and temperature EN 1605 ≤5% 

Thickness tolerance EN 823 T1

 Water absorption by inmersion EN 12087 ≤ 0,7%

Freeze - unfreeze resistance EN 12091 FTCD1

Approximate nominal density 40 Kg/m3

Approximate specific heat (CP) 1450 J/Kg·K

Designation code   
XPS-EN 13164-T1-CS(10/Y)700-DS(70,90)-WL(T)0,7-DLT(2)5-
CC(2/1,5/50)250-WD(V)1-FTCD1




