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URSA TERRA glass mineral wool blanket, faced by a squarer Thermal
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marked kraft paper steam barrier. Code Th'ri:‘:]ess W::th Le?r?th Logistic Pa(cr';f)'ze etac:lslet ermallet resistance
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e Thermal and acoustic insulation of pitched roofs.

2142880 50 1,20 16,00 19,20 24 460,80 1,25

qt;igr?;iasllt;lsdasgclxllizttif riﬁsulation in several applications. @ 2138440 60 1.20 12,50 NS 15,00 24 360,00 1.50
g 2138441 80 1,20 11,00 NS 13,20 24 316,80 2,00

2 2141745 80 0,60 11,00 S 13,20 24 316,80 2,00

2143966 80 1,20 11,00 S 13,20 24 316,80 2,00

2143970 100 1,20 8,50 S 10,20 24 244,80 2,50

2062023 100 0,60 8,00 S 9,60 24 230,40 2,50

2143969 120 1,20 6,50 S 7,80 24 187,20 3,00

2062025 140 1,20 5,50 NS 6,60 24 158,40 3,50

2139094 160 1,20 5,50 NS 6,60 24 158,40 4,00

2062028 180 1,20 4,50 NS 5,40 24 129,60 4,50

2062029 200 1,20 4,50 S 5,40 24 129,60 5,00

2062030 220 1,20 3,50 NS 4,20 24 100,80 5,50

Technical characteristics 2139095 240 1,20 3,75 S 4,50 24 108,00 6,00

Thermal Conductivity (A90/90) E: iggg; 0,040 W/m-K L2 20 2.0 2210 = ©l 2 2L =

EN 13501-1 F @ Code 2142880 /2138440 / 213844 - pallet size specially developed for optimize volume and transport costs in maritime exports.
12 g

Designation code
MW-EN 13162-T1-71
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