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URSA TERRA rolled acoustic mineral wool panel not faced.
Suggested applications £
e Acoustic insulation of gypsum plasterboard partitions or gypsum o Code

plasterboard linings of brick walls.

Other possible applications N 2140335 0,40 13,50 16,20 24 388,80 0,85 135
e Thermal and acoustic insulation of ceilings. @ 2141110 50 0,60 10,80 NS 12,96 2 311,04 0,85 1,35
- 2140336 50 0,60 13,50 S 16,20 24 388,80 0,85 1,35
i 2144109 60 0,40 11,20 S 13,44 24 322,56 0,95 1,60
E 2144110 60 0,60 11,20 S 13,44 24 322,56 0,95 1,60
. L & 2141478 60 0,60 9,00 NS 10,80 24 259,20 0,95 1,60
Technical characteristics
2144111 75 0,40 8,90 NS 10,68 24 256,32 1,00 2,00
Thermal Conductivity (A9 SNl el 2144112 75 0,60 8,90 s 10,68 24 256,32 1,00 2,00
EN 12939 W/m-K ’ ’ ’ ’ ’ ’
Reaction to fire (Euroclass) EN 13501-1 A 2144113 80 0,40 8,40 NS 10,08 24 241,92 1,00 2,15
2144114 80 0,60 8,40 NS 10,08 24 241,92 1,00 2,15
A flow resistivity (r EN 29053 AFTS
ir flow resistivity (') > 5 kPa-s/m? 2144115 100 0,40 6,70 NS 8,04 24 192,96 1,00 2,70
Acoustic absorption AWi 2144116 100 0,60 6,70 NS 8,04 24 192,96 1,00 2,70
STy — EN 823 T3 2144117 120 0,60 5,60 NS 6,72 24 161,28 1,00 3,20
Dimensional stability (Ac) EN 1 1 2141107 130 0,60 5,40 NS 6,48 24 155,52 1,00 3,50
(70°C 90% humidity) N 1604 i 2141108 140 0,60 4,80 NS 5,76 24 138,24 1,00 3,75
Mineral wool steam-water permeability () EN 12086 MUl 2141109 150 0,60 4,80 NS 5,76 24 138,24 1,00 4,05
Short term water absorption EN 1609 < 1 kg/m?
Long term water absorption EN 12087 < 3 kg/m? @ Code 2141110 / 2141478 - pallet size specially developed for optimize volume and transport costs in maritime exports.
Nominal density approx. 15,5 Kg/m?
Specific heat approx. (Cp) 800 J/Kg-K

Designation code
MW-EN 13162-T3-MU1-WS-AFr5-WLp-DS(70,90)-AWi
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