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Mineral wool blanket with InCare technology for interior 
thermal and acoustic insulation of metal air conditioning 
ducts, in accordance with UNE EN 14303. It allows working at 
circulation air temperatures of up to 120°C.
DoP 34AIR32GT13071

Finish
•	 Black acoustic absorbent fabric on one side of the material.

Zero IN M8703 Blanket

Reaction  
to fire

A2

Lambda (λ90/90)            10ºC

EN 12667
EN 12939

0,032 W/m·K

Lambda (λ90/90)            24ºC 0,034 W/m·K

Lambda (λ90/90)            40ºC 0,037 W/m·K

Lambda (λ90/90)            60ºC 0,041 W/m·K

Reaction to fire (Euroclasses) EN 13501-1 A2-s1,d0

Acoustic absorption without plenum (a) 0,55

Nominal density approx. 30 Kg/m3

Specific heat approx. (CP) 800 J/Kg·K

Designation code MW-EN 14303-T3

  
Roll

Code Thickness
mm

Width
m

Length
m Avail U./

PKg
m2/
PKg

PKg
/pallet m2/pallet Rt

m2·K/W

2135003 25 1,20 18,00 S 1 21,60 18 388,80 0,78

2135973 40 1,20 11,50 C 1 13,80 18 248,40 1,25

Avail availability S: stock C: please enquire PKg: package TR: thermal resistance (indicated at 10ºC)

Acoustic performance

Frequency (Hz) 125 250 500 1000 2000

Sound absorption coefficient (a) 0,10 0,30 0,55 0,75 0,95

Sound attenuation in a straight section (dB/m) Section

200x200 0,84 3,89 9,09 14,04 19,54

300x400 0,49 2,27 5,30 8,19 11,40

400x500 0,38 1,75 4,09 6,32 8,80

400x700 0,33 1,53 3,57 5,51 7,68

500x1000 0,25 1,17 2,73 5,86 5,86

Calculations made with sound absorption with 37-cm plenum.


