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URSA INDUSTRY
 

VIB VII

URSA INDUSTRY extruded polystyrene boards, compliant with 
standard EN 13,164, with large grooves, no skin and straight lateral 
edging. Boards with 700 kPa of compression strength.
Recommended application
This product can be glued to panels made from other materials to form 
pre-insulated sandwich panels for different applications where high 
mechanical strength is needed, such as the main body of refrigerated 
trucks or cold chambers’ envelopes.

DoP 33XPSVIB7015081

Technical characteristics

Thermal conductivity (λ90/90) EN 12667 0,036 W/m·K

Reaction to fire (Euroclases) EN 13501-1 E

Compressive strenght at 10% deformation* EN 826 > 700 kPa

Compressive modulus EN 826 35.000 kPa

Tensile strength EN 1607 500 kPa

Tensile modulus EN 1607 11.000 kPa

Shear strength EN 12090 200-250 kPa

Shear modulus EN 12090 4.000-5.000 kPa

Thermal coefficient of lineal expansion 0,07 mm/(m·K)

Water vapour resistance EN 12086 1,2 - 3,5 ng/(Pa·m·s)

Water absorption EN 12087 ≤ 1,5

Capilarity Null

Aplication temperature -50 /+75 ºC

Specific heat approx. (CP) 1450 J/Kg·K

* Compressive 40 mm = 400 kPa

Dimensions Norm UNE Value Unit

Thickness EN 823 80 - 90 mm

Lenght (Thickness 80 mm) EN 822 2 - 6,03 m

Lenght (Thickness >80 mm) EN 822 2 - 4,50 m

Width EN 822 0,55 - 0,65 m

Thickness tolerance EN 822 +0,5 / -0,5 mm

Width tolerance EN 822 +3 / -0 mm

Lenght tolerance EN 822 +10 / -0 mm

Squareness EN 824 < 2,5 mm


