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DoP 33SECO02516021

Vapor barrier membrane with air tightness, polyethylene, 
0.3 mm thick and 100 g / m², of fixed Sd of 25 m thickness of air 
equivalent to the diffusion of water vapor, according to UNE EN 
1931, permeability to air 0.02 m³ / h · m² at 50 Pa, (Euroclass E 
reaction to fire according to UNE EN 13501-1), working 
temperature range from -40 to 80 ° C, supplied in 1.50x25 m 
rolls, according to UNE EN 13984.

Recommended application
• Control of condensation and air leaks in roofs and under 
sloping roof.

Code Thickness
mm

Width
m

Length
m Logistic Pack size 

(m2) Ud./Pack EAN Code

7042061 0,3 1,5 50 C 75 1 3760189181705

Technical characteristics

Weight EN 18494-2 100g/m² (-10 ; +10)

Thickness EN 18494-2 0,3 mm (-0,05 ; +0,05)

Reaction to fi re (Euroclass) EN 131501-1
EN 111925-2 E

Water vapor transmission Sd EN 1931 25 m

Resistance to water penetration EN 1928 conforme

Maximum tension force 
longitudinal / transverse EN 12311-2 conforme

Longitudinal / transverse tear 
resistance EN 12310-1 > 150 / > 130 [N/50mm]

Durability of steam resistance 
during aging EN 1931 > 80 / > 80 [N]

Air permeability EN 12114 0,02  m³/h·m²  a 50 Pa
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