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URSA TERRA 
BARDAGE 40R

URSA TERRA mineral wool roll faced with a reinforced non-woven 
glass tissue.
Suggested applications
• Metallic walls of industrial buildings.

Other possible applications
• Roofs of buildings of metallic structure.

DoP 33UGW40VV15091

Technical characteristics

Thermal Conductivity (λ90/90) EN 12667 
EN 12939

0,040  
W/m·K

Reaction to fire (Euroclass) EN 13501-1 A1

Thickness tolerances EN 823 T2

Mineral wool steam-water permeability (μ) EN 12086 MU1

Short term water absorption EN 1609 ≤ 1 kg/m2

Nominal density approx. 14 Kg/m3

Specific heat approx. (CP) 800 J/Kg·K

Designation code 
MW-EN 13162-T2-WS-MU1
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Code Thickness
mm

Width
m

Length
m Logistic Pack size 

(m2) 
Packs  

per pallet
m2  

per pallet

Thermal 
resistance 
m2·K/W

2062063 50 1,20 12,50 NS 15,00 24 360,00 1,25

2075067 60 1,20 12,00 NS 14,40 24 354,60 1,50

2075069 60 1,20 13,50 NS 16,20 18 291,60 1,50

2136101 80 1,20 10,00 S 12,00 18 216,00 2,00

2075070 100 1,20 7,50 S 9,00 18 162,00 2,50

2140247 120 1,20 6,00 NS 7,20 24 172,80 3,00

2133448 160 1,20 5,00 NS 6,00 24 108,00 4,00
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