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009JOKERLIGHT

» 146RALCOLOR MATERIALN WN NMG AL ABS+PC

*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

U319-3-  -11- | N | WN | NMG |

U319-2-  -11- | N | WN | NMG |

U319-3-  -10- | N | WN | NMG |

U319-2-  -10- | N | WN | NMG |

U319-3-  -12- | N | WN | NMG |

U319-2-  -12- | N | WN | NMG |

3000 K

2700 K

4000 K

CCT

CCT

3000 K

2700 K

4000 K

Recessed 2 UL

Recessed 3 UL

BLACK FOSTER 

BLACK FOSTER 

MacAdam 
Step 3

MacAdam 
Step 3

Ø62

Ø62

1.97 x 3.65 in
(50 x 93 mm)

1.97 x 5.35 in
(50 x 136 mm)

38 º / 19 º

38 º / 19 º

RATED

RATED

REQUIRED
REMOTE 
DRIVER*

REQUIRED
REMOTE 
DRIVER*

CRI>90

CRI>90

L80B10 
> 60.000 h

L80B10 
> 60.000 h

DAMP
LOCATION

DAMP
LOCATION

DAMP

DAMP UGR < 19

+

UGR < 19

+

280 Lm

260 Lm

330 Lm

420 Lm

390 Lm

495 Lm

AWG 450-700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
) 3000 K

3000 K

2700 K

2700 K

4000 K

4000 K

Recessed 2 UL

Recessed 3 UL

BLACK FOSTER

BLACK FOSTER

U100-01-18 1 to 7

1 to 5

450 mA

450 mA

4.3 W

5.7 W

2.7 W

4 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux

38 º 92 %

19 º 90 %

0

1

LORBEAM



010 CEILING RECESSED
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0 1 1JOKERLIGHT

» 146RAL

M
IN

. 1
.9

7 
in

 (5
0 

m
m

)

3.
90

 in
 (9

9 
m

m
)

2.20 in (56 mm)

5.
59

 in
 (1

42
 m

m
)

2.20 in (56 mm)

8.
98

 in
 (2

28
 m

m
)

2.20 in (56 mm)

1.
69

 in
 (4

3 
m

m
)

1.
61

 in
 (4

1 
m

m
)

COLOR MATERIALN WN NMG AL ABS+PC

*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

38 º 92 %

19 º 90 %

0

1

LORBEAM

700 Lm

650 Lm

825 Lm

AWG 450-700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
)

3000 K

2700 K

4000 K

Recessed 5 UL
BLACK FOSTERU100-01-18 1 to 3450 mA8.5 W6.7 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux

U319-4-  -11- | N | WN | NMG |

U319-4-  -10- | N | WN | NMG |

U319-4-  -12- | N | WN | NMG |

3000 K

2700 K

4000 K

CCT

Recessed 5 UL
BLACK FOSTER 

MacAdam 
Step 3

Ø621.97 x 8.75 in
(50 x 222 mm)

38 º / 19 ºRATED REQUIRED
REMOTE 
DRIVER*

CRI>90 L80B10 
> 60.000 h

DAMP
LOCATION

DAMP UGR < 19

+

M
IN

. 1
.9

7 
in

 (5
0 

m
m

)

3.
90

 in
 (9

9 
m

m
)

2.20 in (56 mm)

5.
59

 in
 (1

42
 m

m
)

2.20 in (56 mm)

8.
98

 in
 (2

28
 m

m
)

2.20 in (56 mm)

1.
69

 in
 (4

3 
m

m
)

1.
61

 in
 (4

1 
m

m
)

M
IN

. 1
.9

7 
in

 (5
0 

m
m

)

3.
90

 in
 (9

9 
m

m
)

2.20 in (56 mm)

5.
59

 in
 (1

42
 m

m
)

2.20 in (56 mm)

8.
98

 in
 (2

28
 m

m
)

2.20 in (56 mm)

1.
69

 in
 (4

3 
m

m
)

1.
61

 in
 (4

1 
m

m
)



0 1 2 CEILING RECESSED

» 146RALCOLOR MATERIALN WN AL ABS+PC

*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

U374-20-11- | N | WN |

U374-30-11- | N | WN |

U374-20-10- | N | WN |

U374-30-10- | N | WN |

U374-20-12- | N | WN |

U374-30-12- | N | WN |

Recessed 2 UL

Recessed 3 UL

BLACK FOSTER Asymmetric  

BLACK FOSTER Asymmetric   

MacAdam 
Step 3

MacAdam 
Step 3

Ø62

Ø62

1.97 x 3.65 in
(50 x 93 mm)

1.97 x 5.35 in
(50 x 136 mm)

RATED

RATED

REQUIRED
REMOTE 
DRIVER*

REQUIRED
REMOTE 
DRIVER*

CRI>90

CRI>90

L80B10 
> 60.000 h

L80B10 
> 60.000 h

DAMP
LOCATION

DAMP
LOCATION

DAMP

DAMP

280 Lm

260 Lm

330 Lm

420 Lm

390 Lm

495 Lm

700 Lm

650 Lm

825 Lm

AWG 450-700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
) 3000 K

3000 K

3000 K

2700 K

2700 K

2700 K

4000 K

4000 K

4000 K

Recessed 2 UL

Recessed 3 UL

Recessed 5 UL

BLACK FOSTER

BLACK FOSTER

BLACK FOSTER

U100-01-18 1 to 7

1 to 5

1 to 3

450 mA

450 mA

450 mA

4.3 W

5.7 W

8.5 W

2.7 W

4 W

6.7 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux

Asymmetric

Asymmetric

Asymmetric

CCT

3000 K

2700 K

4000 K

LOR

90 %

90 %

90 %

38 º

CCT

3000 K

2700 K

4000 K

LOR

90 %

90 %

90 %

38 º



01 3JOKERLIGHT

» 146RAL

 20° M
IN

. 1
.9

7 
in

 (5
0 

m
m

)

3.
90

 in
 (9

9 
m

m
)

2.20 in (56 mm)

5.
59

 in
 (1

42
 m

m
)

2.20 in (56 mm)

8.
98

 in
 (2

28
 m

m
)

2.20 in (56 mm)

1.
69

 in
 (4

3 
m

m
)

1.
61

 in
 (4

1 
m

m
)

COLOR MATERIALN WN AL ABS+PC

*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

Recessed 5 UL
BLACK FOSTER Asymmetric   

MacAdam 
Step 3

Ø621.97 x 8.75 in
(50 x 222 mm)

RATED REQUIRED
REMOTE 
DRIVER*

CRI>90 L80B10 
> 60.000 h

DAMP
LOCATION

DAMP

 20° M
IN

. 1
.9

7 
in

 (5
0 

m
m

)

3.
90

 in
 (9

9 
m

m
)

2.20 in (56 mm)

5.
59

 in
 (1

42
 m

m
)

2.20 in (56 mm)

8.
98

 in
 (2

28
 m

m
)

2.20 in (56 mm)

1.
69

 in
 (4

3 
m

m
)

1.
61

 in
 (4

1 
m

m
)

 20° M
IN

. 1
.9

7 
in

 (5
0 

m
m

)

3.
90

 in
 (9

9 
m

m
)

2.20 in (56 mm)

5.
59

 in
 (1

42
 m

m
)

2.20 in (56 mm)

8.
98

 in
 (2

28
 m

m
)

2.20 in (56 mm)

1.
69

 in
 (4

3 
m

m
)

1.
61

 in
 (4

1 
m

m
)

CCT

3000 K

2700 K

4000 K

LOR

90 %

90 %

90 %

38 º

U374-40-11- | N | WN |

U374-40-10- | N | WN |

U374-40-12- | N | WN |



014 CEILING RECESSED
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01 5JOKERLIGHT

» 146RAL

U318-1-  -10- | N | NMG |

U318-1-  -12- | N | NMG |

U318-2-  -11- | N | NMG |

U318-1-  -11- | N | NMG |

U318-2-  -10- | N | NMG |

U318-2-  -12- | N | NMG |

210 Lm

380 Lm

500 Lm

190 Lm

250 Lm

420 Lm

3000 K

3000 K

2700 K

2700 K

4000 K

4000 K

CCT

CCT

3000 K

3000 K

2700 K

2700 K

4000 K

4000 K

MATERIAL AL

PLASTERBOARD CEILING, MANDATORY THICKNESS 0.50in (12.5mm). RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE 
CAN BE INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING
*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

ABS+PC

Trimless 1 UL

Trimless 1 UL

Trimless 2 UL

Trimless 2 UL

BLACK FOSTER 

BLACK FOSTER 

BLACK FOSTER 

BLACK FOSTER 

MacAdam 
Step 3

MacAdam 
Step 3

Ø62

Ø62

1.97 x 1.97 in
(50 x 50 mm)

1.97 x 3.65 in
(50 x 93 mm)

38 º / 19 º

38 º / 19 º

RATED

RATED

REQUIRED
REMOTE 
DRIVER*

REQUIRED
REMOTE 
DRIVER*

U100-00-36 1 to 12

1 to 7

700 mA

700 mA

3.8 W

5.8 W

2.1 W

4.2 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE

COLOR N NMG

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
)

CRI>90

CRI>90

L80B10 
> 60.000 h

L80B10 
> 60.000 h

DAMP
LOCATION

DAMP
LOCATION

DAMP

DAMP

50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux

AWG 700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

UGR < 19

+

UGR < 19

+

38 º 92 %

19 º 90 %

0

1

LORBEAM



016 CEILING RECESSED

» 146RAL

U318-3-  -10- | N | NMG |

U318-3-  -11- | N | NMG |

U318-3-  -12- | N | NMG |

U318-4-  -10- | N | NMG |

U318-4-  -11- | N | NMG |

U318-4-  -12- | N | NMG |

630 Lm

570 Lm

750 Lm

1050 Lm

950 Lm

1250 Lm

2100 Lm

1900 Lm

2500 Lm

3150 Lm

2850 Lm

3750 Lm

CCT

CCT

3000 K

2700 K

4000 K

3000 K

2700 K

4000 K

MATERIAL AL

PLASTERBOARD CEILING, MANDATORY THICKNESS 0.50in (12.5mm). RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE 
CAN BE INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING
*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

ABS+PC

Trimless 3 UL

Trimless 5 UL

BLACK FOSTER 

BLACK FOSTER 

MacAdam 
Step 3

MacAdam 
Step 3

Ø62

Ø62

1.97 x 5.35 in
(50 x 136 mm)

1.97 x 8.75 in
(50 x 222 mm)

38 º / 19 º

38 º / 19 º

RATED

RATED

REQUIRED
REMOTE 
DRIVER*

REQUIRED
REMOTE 
DRIVER*

AWG 700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

COLOR N NMG

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
)

CRI>90

CRI>90

L80B10 
> 60.000 h

L80B10 
> 60.000 h

DAMP
LOCATION

DAMP
LOCATION

DAMP

DAMP

3000 K

2700 K

4000 K

3000 K

3000 K

3000 K

2700 K

2700 K

2700 K

4000 K

4000 K

4000 K

Trimless 3 UL

Trimless 5 UL

Trimless 10 UL

Trimless 15 UL

BLACK FOSTER 

BLACK FOSTER 

BLACK FOSTER 

BLACK FOSTER 

U100-00-36 1 to 5

1 to 3

1

1

700 mA

700 mA

700 mA

700 mA

8 W

13 W

24 W

37 W

6.3 W

10.5 W

21 W

31.5 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux

UGR < 19

+

UGR < 19

+



0 1 7JOKERLIGHT

» 146RAL

3.
43

 in
 (8

7 
m

m
)

5.
12

 in
 (1

30
 m

m
)

8.
50

 in
 (2

16
 m

m
) 16
.9

7 
in

 (4
31

 m
m

) 25
.4

3 
in

 (6
46

 m
m

)

1.
69

 in
(4

3 
m

m
)

3.82 in (97 mm)

  1.73 in (44 mm)

3.82 in (97 mm)

  1.73 in (44 mm)

3.82 in (97 mm)

  1.73 in (44 mm)

3.82 in (97 mm)

  1.73 in (44 mm)
3.82 in (97 mm)

  1.73 in (44 mm)
3.82 in (97 mm)

  1.73 in (44 mm)

1.
73

 in
(4

4 
m

m
)

M
IN

. 1
.9

7 
in

(5
0 

m
m

)

1.
57

 in
(4

0 
m

m
)

U318-5-  -10- | N | NMG |

U318-5-  -11- | N | NMG |

U318-5-  -12- | N | NMG |

U318-6-  -10- | N | NMG |

U318-6-  -11- | N | NMG |

U318-6-  -12- | N | NMG |

CCT

CCT

3000 K

2700 K

4000 K

3000 K

2700 K

4000 K

MATERIAL AL

PLASTERBOARD CEILING, MANDATORY THICKNESS 0.50in (12.5mm). RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE 
CAN BE INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING
*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

ABS+PC

Trimless 10 UL

Trimless 15 UL

BLACK FOSTER 

BLACK FOSTER 

MacAdam 
Step 3

MacAdam 
Step 3

Ø62

Ø62

1.97 x 17.20 in
(50 x 437 mm)

1.97 x 25.67 in
(50 x 652 mm)

38 º / 19 º

38 º / 19 º

RATED

RATED

REQUIRED
REMOTE 
DRIVER*

REQUIRED
REMOTE 
DRIVER*

COLOR N NMG

CRI>90

CRI>90

L80B10 
> 60.000 h

L80B10 
> 60.000 h

DAMP
LOCATION

DAMP
LOCATION

DAMP

DAMP

UGR < 19

+

UGR < 19

+

38 º 92 %

19 º 90 %

0

1

LORBEAM



018 CEILING RECESSED
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019JOKERLIGHT

» 146RAL

380 Lm

500 Lm

420 Lm3000 K

2700 K

4000 K

Asymmetric
Trimless 2 UL

BLACK FOSTER U100-00-36 1 to 7700 mA5.8 W4.2 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
)

50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux

AWG 700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

U373-20-11- | N |

U373-30-10- | N |

U373-20-10- | N |

U373-20-12- | N |

U373-30-11- | N |

U373-30-12- | N |

CCT

CCT

3000 K

2700 K

4000 K

3000 K

2700 K

4000 K

LOR

LOR

90 %

90 %

90 %

90 %

90 %

90 %

Trimless 2 UL

Trimless 3 UL

BLACK FOSTER Asymmetric  

BLACK FOSTER Asymmetric  

38 º

38 º

MATERIAL AL

PLASTERBOARD CEILING, MANDATORY THICKNESS 0.50in (12.5mm). RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE 
CAN BE INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING
*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

ABS+PCCOLOR N

MacAdam 
Step 3

MacAdam 
Step 3

Ø62

Ø62

1.97 x 3.65 in
(50 x 93 mm)

1.97 x 5.35 in
(50 x 136 mm)

RATED

RATED

REQUIRED
REMOTE 
DRIVER*

REQUIRED
REMOTE 
DRIVER*

CRI>90

CRI>90

L80B10 
> 60.000 h

L80B10 
> 60.000 h

DAMP
LOCATION

DAMP
LOCATION

DAMP

DAMP

630 Lm

570 Lm

750 Lm

3000 K

2700 K

4000 K

Asymmetric
Trimless 3 UL

BLACK FOSTER 1 to 5700 mA8 W6.3 W



020 CEILING RECESSED

» 146RAL

U373-50-10- | N |

U373-50-11- | N |

U373-50-12- | N |

CCT

3000 K

2700 K

4000 K

LOR

90 %

90 %

90 %

Trimless 10 UL
BLACK FOSTER Asymmetric  

38 º

U373-40-10- | N |

U373-40-11- | N |

U373-40-12- | N |

CCT

3000 K

2700 K

4000 K

LOR

90 %

90 %

90 %

Trimless 5 UL
BLACK FOSTER Asymmetric  

38 º

MATERIAL AL

PLASTERBOARD CEILING, MANDATORY THICKNESS 0.50in (12.5mm). RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE 
CAN BE INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING
*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

ABS+PCCOLOR N

MacAdam 
Step 3

Ø621.97 x 8.75 in
(50 x 222 mm)

RATED REQUIRED
REMOTE 
DRIVER*

MacAdam 
Step 3

Ø621.97 x 17.20 in
(50 x 437 mm)

RATED REQUIRED
REMOTE 
DRIVER*

CRI>90 L80B10 
> 60.000 h

DAMP
LOCATION

DAMP

CRI>90 L80B10 
> 60.000 h

DAMP
LOCATION

DAMP

1050 Lm

950 Lm

1250 Lm

2100 Lm

1900 Lm

2500 Lm

3150 Lm

2850 Lm

3750 Lm

AWG 700 mA

18

16

14

12

34 ft

53 ft

85 ft

100 ft

DISTANCE LED-DRIVER

7.48 in (190 mm)

3.78 in (94 mm)

1.
35

 in
(3

4 
m

m
) 3000 K

3000 K

3000 K

2700 K

2700 K

2700 K

4000 K

4000 K

4000 K

Asymmetric
Trimless 5 UL

Asymmetric
Trimless 10 UL

Asymmetric
Trimless 15 UL

BLACK FOSTER 

BLACK FOSTER 

BLACK FOSTER 

U100-00-36 1 to 3

1

1

700 mA

700 mA

700 mA

13 W

24 W

37 W

10.5 W

21 W

31.5 W

Nº LuminairesREMOTE BOX-CASE L
DRIVER OPTIONS *

INCL0-10 V

SERIAL CONNECTION FOR SEVERAL FIXTURES TO A SINGLE CONSTANT CURRENT DRIVER
RESPECT THE DISTANCE LED-DRIVER | RATINGS FOR ONE LUMINAIRE50/60 Hz120-277 V

CCTI(led)PsystemPLuminaire Flux



0 2 1JOKERLIGHT

» 146RALMATERIAL AL

PLASTERBOARD CEILING, MANDATORY THICKNESS 0.50in (12.5mm). RECOMMENDED FOR INSTALLATIONS WHERE THE PROFILE 
CAN BE INSTALLED BEFORE THE FALSE PLASTERBOARD CEILING
*DRIVER: MAGNITUDE LIGHTING AFLEX | OTHER DIM PLEASE CONSULT | OTHER CCT PLEASE CONSULT

ABS+PCCOLOR N

3.
43

 in
 (8

7 
m

m
)

5.
12

 in
 (1

30
 m

m
)

8.
50

 in
 (2

16
 m

m
) 16
.9

7 
in

 (4
31

 m
m
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U373-60-10- | N |

U373-60-11- | N |

U373-60-12- | N |

CCT

3000 K

2700 K

4000 K

LOR

90 %

90 %

90 %

Trimless 15 UL
BLACK FOSTER Asymmetric  

38 ºMacAdam 
Step 3

Ø621.97 x 25.67 in
(50 x 652 mm)

RATED REQUIRED
REMOTE 
DRIVER*

CRI>90 L80B10 
> 60.000 h

DAMP
LOCATION

DAMP


