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Paslanmaz Hazne

Stainless Steel Housing

Vakum Aparati
Vacuum Apparatus

Destek pargasi
Reinforcement

GOémme Kutu
Recessed Box
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Drenaj
Drainage

Seviyeyi ayarla
Adjust the level
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Plastik kapak
Plastic cover

Driver Box

M4
Civata / Bolt
2,5Nm

Bakim

Driver

Gémme Kutu
Recessed Box

Beton
Concrete

Driver Box

(Maintenance)
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Uriin Aciklamasi
Product Description

Stainless steel housing
Structured with Dyno LED module
Asymmetrical optimized light distribution

SELV (Safety Exira-Low Voltage)

Luminaire: IP67
Safety Standard: Class |
Impact strenght: IKO5

*Montaj ve Buklm sadece yetkili iamflndcln y

%'j;;l!]) must be p d by authori ‘bersonnelonly.

*Bakimda sadece orijinal parcalar kullaniimalidir.
*Only original parts should be used during the maintenance.

Surich

Driver

Bakim
Maintenance

Pakette bulunan vakup aparati ile paslanmaz hazneyi yerinden
clkartin. Paslanmaz haznenin ¢ikhdi yere pakette bulunan destek
pargasini yerlestirin.

Use both of the Vacuum Apparatus to remove the fixture from its
recessed box. Insert the reinforcement after the stainless steel housing
has remove.

Urdn, gdmme kutu ile birlikte kullaniimali montaj icin Sekil 1 ve Sekil 2
de gosterilen uyarilara dikkat edilmelidir. Montaj sonrasi zeminle Oron
yUzeyi arasinda yUkseklik farkl bulunmamalidir. Gerekli elektrik hat
baglantilan désenmelidir.

The product needs to be used with its recessed box and during the
installation the utmost care must be taken as in the drawing 1 and
drawing 2. After the installation the end product surface should be
leveled with the ground. Necessary electric connections need to be
installed.

Urondn seri olarak baglantisi IP68 kutu yada konnektér ile yapiimalidir.

Electrical connections of the goods requires IP 68 rated connection
box.

Urdn konumlandirmasi icin gerekli islemleri yapip, beton dékildiukten
sonra destek parcasini ¢ikartin. Paslanmaz hazneyi yerlestirmek igin
hazirlanin.

After the concrete, remove the reinforcement. Prepare to load
stainless steel housing.

*NOT : Tum Sl iler milimetredir.
*NOTE : All dimensions are in millimetres.

ILLUWNATED Area

>

Gbmme hazneyi konumlandirdiktan sonra, konnektérleri takin, Orinin
elektrik baglantisini saglayin, paslanmaz hazneyi kutunun icinde
bulunan timaklara takin. Urin montaji sirasinda konumlandirma yénine
dikkat etmeniz gereklidir.

Urii bakimi icin; plastik vakum aparatiarini Grinin camina yapistirp
Ggekerek Urinb gdmme hazneden cikarin. Elektrik baglantisini saglayan
soketleri birbirinden ayirin.

After you place the recessed box of the fixture connect it fo the
power line by the help of connectors. Insert the stainless steel fixture to
the recessed box. Be careful on the positioning of the fixture.

For the maintenance; Use both of the Vacuum Apparatus to remove
the fixture from its recessed box.Disconnect the fixture from power line
by removing the connection sockets.

SUrGcU degistirmek icin; UrOnUn elektrik baglantisini kestikten sonra 4
adet M4 civatayi sékerek contall kutunun kapagini agin.

To replace the driver remove 4 pieces of M4 bolts and open the
sealed driver box. Be noted you should have disconnected the
product from the power line.

Kontrol Unitesine sabitlenmis sGricUyU ¢ikarmak icin, siricinin saca
baglantfisin saglayan 2 adet civatayi sékin. SUricUyU degistirip sistemi
yeniden kurun.

In order to remove the driver form the confrol gear unscrew 2 pieces
of bolfs. Change the driver and reload the system.

Dikkat: Drenaj sistemi uygun degil ise UrUn garantisi gegersiz olacaktir.
Attention: If the drainage system is not suitale, product warranty will be
void.
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