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Q-10A
Q-10

Q-3-T

Q-23-T

Q-43-T

Tops Subs

Quantum series

Puntos Clave/Key Features



Sistemas de 
instalación de alta 
inteligibilidad, 
disponibles en 
todos los colores 
del RAL

Systems with 
outstanding speech 
intelligibility for 

Available in all RAL 
colors



Model Q-3-T Q-23-T Q-43-T Q-10
Peak Power Handling

RMS Power Handling

Frequency Range (-10 dB)

Nominal Impedance

Transformers Taps 

On-axis Sensitivity 1 W/1 m

Maximum Peak SPL at 1 m

HF Horn Coverage Angles (-6 dB)

Enclosure Material

Color/Finish

IP Rating

Transducers/Replacement Parts

Connectors

Dimensions (H x W x D)

Weight

Accessories

Model Q-10A

Input Type

Input Impedance

Sensitivity

Frequency Range (-10 dB)

Rated Maximum Peak SPL at 1 m

Enclosure Material

Color/Finish

Transducers/Replacement Parts

Connectors

AC Power Requirements

Dimensions (H x W x D)

Weight

Accessories

Accesorios/Acces ories

Datos Técnicos/Technical Data

Productos Relacionados
Related Products

DIGITAL SIGNAL 
PROCESSOR

DSP - 226

IA - 1002

IA - 1004

AMPLIFIERS
IA - 402

IA - 404

* Disponible en todos los colores del RAL bajo pedido/Available in all RAL colors upon request
** Solo compatible con AXW- 4/Only suitable with AXW-4

s
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